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TC8000 

9.17 x 2.99 x 2.52 
233 x 76 x 64 

17.2 /490 
Premium 17.6 /500 

800 x 480 4.0  LCD 
16.7 Million 24 400 NIT

 (
) Corning® Gorilla® 

PowerPrecision+  6700 mAh, 

 LED

USB  ISV 

CPU  1.7 GHz 

Android AOSP 5.1.x (Lollipop)
 Zebra  Mobility Extensions (Mx)

1GB RAM/4 GB  pSLC
Premium 1 GB RAM / 8 GB  pSLC
Premium  ( ) 2 GB RAM / 16 GB  pSLC

 SDXC  micro SD 

 Zebra Support Central  EMDK

SE965
SE4750 SR  MR /

SE4850 ER /

800 f/2.4 

NFC  NFC

ZEBRA 

-4ºF  122ºF/-20ºC  50ºC

-40ºF  158ºF/-40ºC  70ºC

5% - 95% 

 8 /2.4 
 MIL-STD 810G 

 6 /1.8 

2000  3.28 / 1 

IP65

 5-2000 Hz 4g  1  
20-2000Hz 6g RMS  0.04g2/Hz  1 

* 

-40  F to 158  F/-40  C to 70  C rapid 
transition

Corning® Gorilla® Glass

(ESD) 20kVdc air discharge; 10kVdc direct 
discharge; 10kVdc indirect discharge

 LAN
IEEE 802.11a/b/g/n/d/h/i

5GHz: 802.11a/n  up to 150 Mbps; 2.4GHz: 
802.11b/g/n  up to 72.2 Mbps

Chan 36 - 165 (5180 - 5825 MHz); Chan 
1 - 13 (2412 - 2472 MHz); Actual operating 
channels/frequencies depend on regulatory 
rules and certification agency

WEP, WPA – TKIP, WPA2- TKIP, WPA2-TKIP 
AES EAP TTLS, PAP, MSCHAP, MSCHAP v2, 
PEAPv0-MSCHAPv2, PEAPv1- EAP-GTC, 
EAP-TLS, EAP-FAST, LEAP

Wi-Fi Multimedia™ (WMM)

802.11n, WMM, WMM-PS, CCXv4, Wifi Direct,  
Wi-FI Display (Miracast)

PMKID caching, Cisco CCKM, OKC, 802.11r

Bluetooth; USB 2.0 OTG Host docking 
interface; 802.11r and 802.11k for enterprise 
voice roaming included

 PAN
Bluetooth 4.0 (Bluetooth® Smart technology)

MOBILITY DNA 
Mobility DNA 

 Zebra 
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